
Floodway Development Checklist 
COMMUNITY NAME: 

PERMIT APPLICATION NUMBER:  DATE:


LOCATION/LEGAL DESCRIPTION/PROJECT DESCRIPTION: 

Description of the proposed development on the surrounding area. 

Notification of adjoining property owners and affected neighboring political entities by applicant. 

Public notice of applicant’s intent to place development in the floodway. 

Proposed development conforms to elevating or floodproofing requirements. 

Preparation and submittal of a hydraulic analysis of the proposed development by a registered professional engineer. 

The revised hydraulic analysis shall contain 

• Use of the original hydraulic model 
• At least one additional cross section at proposed development site 
• A floodway comparison before and after development 
• A topographic drawing of the area including existing structures, the proposed development and/or structures 
• 	 A detailed analysis comparing existing flood flows and velocities to the anticipated flood flows and velocities due to the proposed 

development 
• Hydraulic analysis of floodplain development occurring since original model was developed 

Analysis signed and certified by registered professional engineer that there will be no increase in water surface profile for 
entire length of floodway 

Hold harmless agreement with the community, signed by permit applicant. 

Additional permits secured by applicant. 

Review and comments by the Oklahoma Water Resources Board and the Federal Emergency Management Agency if map 
revision is required 

The applicant shall prepare two sets of plans to accompany the site for community review. The analysis shall include: 

• an assessment of impact on surrounding property. 
• a before and after comparison of the proposed development on the original Base Flood Elevations of the floodway. 
• a detailed description of flood flow and velocity changes which will result from the proposed project. 
• 	 a topographic drawing of the proposed project showing structures and obstructions on surrounding properties. The drawing shall 

detail the flood flow patterns through the proposed project. 
• 	 mitigation measures necessary to retain the existing flood carrying capacity offset the effect of the proposed development or any 

adverse change in flood flow or velocity. These measures shall be verified by recomputing the 100-year water surface profile. 
• the ability to pass ice and debris must be considered. 

• operation and maintenance plans as part of the development if necessary. 


All analyses shall, after review and final modification, be submitted in a form that will serve as a permanent record. A minimum of 
two copies must be made which include complete input and output printouts and floodway data tables, which will accompany on-site 
topographic information and development site plans. 

The applicant engineer shall conclude his/her report with a statement certifying that all work accomplished in this study was done in 
accordance with the current regulations of the National Flood Insurance Program, the community’s floodplain management ordinance 
and accepted engineering practices. The engineer will state that, in his/her opinion, there will be no increase in flood levels nor the 
creation of hazardous velocities within the community as a result of the construction of this development. 


